TRUCKR REELSTRONG MRST4-5-44

ONE SOURCE. 44,000 LBS CAPACITY 4 OR 5 REEL TRAILER
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on the date of this publication. 888 925 0858
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1) TRoek REELSTRONG MRST4-5-44

ONE SOURCE. 44,000 LBS CAPACITY 4 OR 5 REEL TRAILER

EQUIPMENT SPECS

REEL CARRIER SPECIFICATIONS:

CAPACITY: (4) REELS UP TO 120” DIA. X 77” W X 11,000 LBS. EACH OR (5) REELS UP TO 96" DIA. X 77” W X 8,800 LBS. EACH

3.00” TUBE REEL SHAFT WITH CENTERING COLLARS

PINLESS POWERLOCK™ REEL SECUREMENT TECHNOLOGY - NO PINS, COTTERS, OR LANYARDS REQUIRED TO SECURE THE REEL
ARBOR FOR FASTER REEL LOADING, UNLOADING, AND DEPLOYMENT REDUCES LABOR COSTS AND WORKER FATIGUE

TRAILER SPECIFICATIONS:

GVWR: 58,080 LBS. @ 21% TONGUE WEIGHT

CURB WEIGHT: APPROX. 14,080 LBS.

DIMENSIONS: LENGTH 578" X WIDTH 102" X HEIGHT XX”

HEAVY-DUTY 8” X 4” X 1/4” STRUCTURAL TRAILER BODY

A-FRAME: APPROX. 61.5” LONG

AXLES: TRIDEM-DUAL 16,000 LBS. SPRUNG AXLES

WHEELS: (12) 17.5” X 6.75” HC, 8 ON 275MM BOLT CIRCLE WITH 5.60” OUTSET

TIRES: (12) LT215/75R17.5 LOAD RANGE H

BRAKES: 12.25” X 5.00” ELECTRIC BRAKES

FENDERS: 1/8” TREAD PLATE AND WHEEL CHOCK HOLDERS

10-POSITION ADJUSTABLE HITCH

1/2” X 36” GR70 YELLOW ZINC SAFETY CHAINS WITH HOOKS

TANDEM 12,000 LBS. STATIC FRONT JACKS WITH SPRING RETURN

GROUND LUG: COPPER ALLOY BOLTED TO FRAME

HOLDER FOR REEL ADAPTERS: REEL BAR ADAPTERS, 3" T0 3.5”, 3" TO 4”, AND 3" TO 5”
TRAVERSING FAIRLEAD W/ ALUMINUM ROLLERS AND BED AND SIDE UHMW PLASTIC PADS

ELECTRICAL & SAFETY:

DOT /ICC APPROVED LED LIGHTS AND CONSPICUITY REFLECTIVE TAPE, FMVSS / CMVSS STANDARD 108 LED LIGHTING
SEALED BEAM, RUBBER-MOUNTED STOP, TURN, TAIL AND MARKER LIGHTS

100% SEALED, HEAT-SHRINKED WIRING CONNECTIONS WITH FULL LOOM

BREAKAWAY KIT WITH ABSORBED GLASS MAT (AGM) BATTERY

FINISH:
BIODEGRADABLE PRETREAT ACID CLEANING SEAMS CAULKED
RUST PREVENTATIVE 2-PART EPOXY PRIMER, PAINTED WHITE
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