
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

LOAD KING TRACK TRAILER
AVAILABLE WITH MOROOKA MST-3000VD
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SPECS

GENERAL SPECIFICATIONS
MODEL ETT4575J 

TRAILER PAYLOAD: 80,000 LBS TRAILER LENGTH: 45’ 
TRAILER EXTENDED LENGTH: 75’

TRAILER WIDTH (OUTSIDE TRACK TO OUTSIDE TRACK): 9’10” 
TRAILER HEIGHT: 57”  TRANSPORT WEIGHT: 36,500 LBS

AVAILABLE WITH:
MOROOKA MST-3000VD:

CATERPILLAR C9 / 325 HP 
TIER 3 EMISSION

7.5 MPH (UNLOADED) /  
5.0 MPH (LOADED)

HST TRANSMISSION SYSTEM
20” GROUND CLEARANCE / 31.625” TRACK WIDTH

ENCLOSED SINGLE CAB  
WITH AC / HEAT

D6N LGP WINCH TRACTOR
43,009 LBS (INCLUDES WINCH  

& CABLE)
MODEL 50B-PS WINCH  

(50,000 LBS)
TIER 3 MOTOR

12” BLADE 
33” TRACK

*Load King reserves the right to change the specification of any unit at any time without prior notice. This brochure is only a statement of general specifications 
on the date of this publication.

833-955-7732
www.loadkingmfg.com


