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NATIONAL CRANE NBT60151
AVAILABLE ON VARIOUS MAKES OF CHASSIS
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SPECS

151’ (5 SECTION) BOOM

OPERATORS RIDING SEAT W/ TILT CAB / HEATER / AC

LMI CAPACITY ALERT SYSTEM W/ WORK AREA DEFINITION

REMOVEABLE COUNTERWEIGHT W/ ALUMINUM TREAD PLATE DECKING

ALL OUT/DOWN OUTRIGGERS W/ 0-1/2-& FULL SPAN POSITION

24” POLYMETRIC GROUND PADS

(DUAL) 15K 2-SPEED WINCHES W/ GROOVED DRUM, LINE TENSIONER, AND LAST LAYER IND. 5/8” SPIN

RESISTANT WIRE ROPE ON BOTH WINCHES

1-SHEAVE LOAD BLOCK (2-3 PT LINE)

GLIDE SWING ROTATION BRAKE

AIR SHIFT PTO

OIL COOLER

CONTINUOUS ROTATION 

*Custom Truck One Source reserves the right to change the specification of any unit at any time without prior notice. This brochure is only a statement of general 
specifications on the date of this publication.

888-925-0858
www.customtruck.com

ASK ABOUT THE CUSTOMIZED AND FLEXIBLE LEASING & FINANCING SOLUTIONS AVAILABLE FROM CUSTOM TRUCK CAPITAL


