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SPECS
FIBER OPTIC CABLE PULLER TRAILER 

THE FIBER OPTIC CABLE PULLER FROM CONDUX SETS NEW STANDARDS FOR SAFE, ACCURATE PULLING OF FIBER OPTIC 
CABLES.  ONLY THE CONDUX PULLER CAN OFFER LOAD CELL TORQUE INPUT FOR THE MOST ACCURATE TENSION MEASURING 

AVAILABLE.  UNLIKE MOST HYDRAULIC MEASURING SYSTEMS, THIS SYSTEM IS NOT AFFECTED BY CHANGES IN OIL 
TEMPERATURE, COMPONENT AGE AND POWER SOURCE.  THAT MEANS THE CONDUX FIBER OPTIC CABLE PULLER DOES NOT 
NEED TO BE RECALIBRATED UNDER DIFFERENT WEATHER CONDITIONS. ACCESS JOB SITES WITH EASE USING THE CONDUX 
OPEN STYLE FIBER OPTIC CABLE PULLER TRAILER. THE OPEN STYLE HAS ADVANTAGES IN PORTABILITY, ACCESSIBILITY AND 

COST . ON THE JOB, GAIN EASY ACCESS TO ALL COMPONENTS WITH THE OPEN FACE DESIGN. 

*Custom Truck One Source reserves the right to change the specification of any unit at any time without prior notice. This brochure is only a statement of general 
specifications on the date of this publication.

888-925-0858
www.customtruck.com

ASK ABOUT THE CUSTOMIZED AND FLEXIBLE LEASING & FINANCING SOLUTIONS AVAILABLE FROM CUSTOM TRUCK CAPITAL

CHARACTERISTICS
FIBER OPTIC PULLER WITH ELECTRONIC CONTROL BOX AND PAPERLESS CHART RECORDER

INCLUDES 42 IN. (1,076 MM) CAPSTAN; 8 IN. (203 MM) WIDE 
13HP (9.7KW) POWER PACK, GAS

REMOTE MOUNTING STAND
LOCKABLE STORAGE COMPARTMENT

LEVELING AND STABILIZING HARDWARE

POWER SUPPLY
HONDA GX390 GAS ENGINE

13HP @ 3600 RPM, 9.7KW @ 3600 RPM
ELECTRIC START

FUEL CAPACITY 1.6 GALLONS (6.4 L)
VARIABLE SPEED CONTROL

HYDRAULICS
8.0 GPM @ 2,000 PSI, 30.2 LPM @ 138 BAR

5.0 GALLON (18.9 L) RESERVOIR
10 MICRON RETURN LINE CANISTER FILTER

TRAILER SPECIFICATIONS
WEIGHT WITHOUT PULLER, 950 LBS (431 KG)

3,500 LB (1,590 KG) TYPE II SINGLE AXLE
P205/75R14 STEEL BELTED RADIAL TIRES

WIDTH, 80 IN. (2,032 MM)
HEIGHT, 51 IN. (1,295 MM)

LIGHTING, 7 PIN CONNECTOR
12 VDC ELECTRONICS


