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  2019 Kubota B26 4x4 HST  
Front End Loader With Backhoe 

EQUIPMENT SPECS

UNIT INFORMATION
VIN# 57528
Model: B26
Engine: Kubota Diesel,  HP: 24.3 
Engine Hours: 41
Front Bucket:  Kubota TL500,  S/N:A7641 
Rear Backhoe: Kubota BT820,  S/N: A7283 
Transmission: Hydrostatic (3 Range) 
Brakes: Hydrostatic

Operating Dimensions:
A. Maximum lift height to pivot pin … 94.5 in. (2400 mm)
B. Clearance with bucket dumped … 70.0 in. (1778 mm)
C. Reach at maximum height ……… 22.3 in. (567 mm)
D. Maximum dump angle …………… 45 deg.
E. Reach with bucket on ground …… 61.5 in. (1561 mm)
F. Bucket rollback angle …………… 46 deg.
G. Digging depth ……………………… 7.0 in. (177 mm)
H. Overall height in carrying position 49.5 in. (1258 mm)

Digging depth, maximum ………… 99.8 in. (2535mm)
Digging depth, 2ft. flat bottom …… 98.3 in. (2498 mm)

Digging force using bucket
cylinder (approx.) …………………… 4210 lbs
Digging force using dipperstick
cylinder (approx.) …………………… 2123 lbs

PRICE: $41,500
STOCK#: 57528
EX WORKS: Cinnaminson, NJASK ABOUT THE CUSTOMIZED AND FLEXIBLE LEASING & FINANCING 

SOLUTIONS AVAILABLE FROM CUSTOM TRUCK CAPITAL
DISCLAIMER: Specifications are believed to be correct, but may contain errors and/or omissions. 
Pictures are representative and may not be identical. QUOTE NUMBER: JD1.12-G_22    RQR3 EXPIRATION DATE: 12/31/2022

888-684-8146    www.customtruck.com

Sold As-Is/Where-Is
Ask About Our Preferred Transportation Vendors


